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Capacity per hour pieces(approx.) 80-120

Steam 5-7,5 bar 1/2”
Condensate max, 0,5 bar 1/2”

Suction min. 120 mbar 1-1/2”
Compresed air 6 bar 10 mm
Blowing @=10 mm 10 mm

Voltage Volt/km 230V / 0,15KW

L x W x H cm (inches) 225x220x232
Weight kg (Ibs) 1240

Steam kg/H

Suction I/min.
Compressed air I/min.
Blowing I/min.

TEKNIK OZELLIKLER / TECHNICAL SPECIFICATIONS

e Bilgisayar (PLC) (7”) kontrolli dokunmatik panel ile 150 farkli
program.

e  Uzaktan erisim ile (PLC) ekrana program yUkleme.

e Uzaktan erisim ile ariza tespit.

*  Wnc viewer uygulamasi ile android / ios / bilgisayar Uizerinden
ekran gortntuleme, kullanimi, regete girisi.

e 12 farkl dil destegi.

*  Program kopyalama 6zelligi.

o Uttilenen isin adetini sayma 6zelligi.

e Kaplama malzemesi degisimi zaman uyaris!.

*  Makina fonksiyonlarini ekrandan manuel kontrol edebilme 6zelligi.

e En son trentlere uygun tasarlanmis tam oturan kalip yUzeyleri
(CNC) isleme ile.

e Operator glvenligi igin emniyet cemberi.

e Lazer nokta isaretliyici ile kumaslarin rahat ve hassas
yerlestirimesini minkun kilar.

o Ust kalipta kademeli programlanabilir vakum. (az veya gok)

°  Cevre vakum ozelligi.

o Ust kalipta dikey hareket kabiliyeti.

o Ust kalipta buhar verme. (az veya ¢ok)

e  QOransal basing diizenlenmesi (0-6bar)

e Mesafeli kalkis (0-100mm) arasl.

e Zip- ziplama fonksiyonu.

e Alt kalip ek buharlama.

e Serpantinli aliminyum kaliplar ile enerji tasarrufu.

e Alt kalipta sabit vakum ayrica kademeli programlanabilir vakum.
(az veya cok)

e  Buhar ve hava igin orantilama teknigi.

e Alt kalip Gfleme.

e Aydinlatma ile (Led) daha iyi goris alani.

e Tlylu kumaslarn korumak icin 6zel igneli kaplama (istege bagl)

e Guvenlikli Gt koyma sehpasi ve el UtlsU.

e Alt ve Ust kaliplarin izalasyonu ile enerji tasarufu.

*  Karusel 120° dénme hareketi.

e  Opsiyonel KD PLATE kaplama 6zelligi.
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Computer (PLC) (7”) aided touch panel with 150 different
program.

Remote access and ability to install programs on (PLC) display
Remote access and failure detection.

With Vnc viewer app screen view, screen use, prescription
input via Android / I0S / computer.

12 different language support.

Program copying feature.

Ability to count the number of ironing pieces.

Time alert in case of change in cover material.

Manual control of machine functions from screen.

Ability to machine (CNC) close fit mold surfaces according to
new fashion trends.

Safety circle for operator safety.

The laser point marker makes it possible to place fabrics
comfortably and precisely.

Programmable gradual vacuum in the upper mold.

(More or less)

Surrounding vacuum feature.

Vertical movement capability in the upper mold.
Steaming in the upper mold. (more or less)

Proportional pressure setting (0-6 bar)

Distance control (0-100 mm)

Zip function.

Extra streaming for the lower mold.

Energy saving with aluminum molds with serpentine.
Stationary vacuum in the lower mold and gradual
programmable vacuum. (more or less)

Proportional technique for steam and air.

Blowing feature in the lower mold.

Lighting (Led) for better visibility.

Special needle coating to protect pile fabrics (optional)
Safe iron stand and hand ironing.

Energy saving by isolation of upper and lower molds.
Carousel 120° rotation movement.

Optional KD PLATE coating feature.




